
Avid™ 
The SenSuOuS  
Side Of Simple.



Avid delivers sensuous simplicity to the everyday 
bathroom and transforms it into a purposeful exercise  
in purity of form. The Avid tap is an inspired concept.  
Reminiscent of liquid metal its gentle, fluid form rises 
from the benchtop and is stretched to a slender, tapered 
spout. The lever control is an extension of the body of 
the tap – no harsh edges, sharp angles or unnecessary 
embellishment. 

Avid tapware is available in both Polished Chrome and 
new Titanium PVD finish. 

•	 Modern	design	marrying	the	art	of	simplicity	 
with dynamic sensibility

•	 A	sensual	flow	of	water	with	precise	temperature	
and volume control

•	 Minimalist	lever	handles	provide	for	comfortable	
and stylish operation

•	 Pair	with	Avid	accessories	(available	from	early	
November 2016) for a complete collection

•	 Unique	adjustable	directional	aerator	means	 
you can change direction of water flow

•	 KOHLER	finishes	resist	tarnishing	and	corrosion

•	 15	year	warranty	on	all	KOHLER	tapware

Avid™ 
Simple, graceful baThrOOm deSign.

Polished 
Chrome (CP)

Titanium (TT)  
(new finish)

Finish Options:



Single Lever Basin Mixer 97345T-4ND-CP / 97345T-4ND-TT  

WELS Rating: 5 Star (less than 6 litres/min)

Tall Single Lever Basin Mixer 97347T-4ND-CP / 97347T-4ND-TT  

WELS Rating: 5 Star (less than 6 litres/min)

Super Tall Single Lever Basin Mixer 97348T-4ND-CP / 97348T-4ND-TT  

WELS Rating: 5 Star (less than 6 litres/min)

Bath or Shower Mixer 77921A-CP / 77921A-TT   

Australia 
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New Zealand 
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Sizes are approximate.
All measurements shown are in millimetres.

 

May 2016
1288482-A04-A

a - BSN                        TAPWARE / BASINavid® Single Lever Basin Mixer - Super Tall  

Included Components
• Braided stainless steel hoses

Features
• Polished Chrome or PVD Titanium finish
• Metal construction
• Ceramic disc cartridge
• Suitable for mains pressure
• KOHLER finishes resist tarnishing
   and corrosion 

Finish Options  (Colour swatches indicative only)

Technical Details

Product
• Avid® single lever basin mixer - super tall

Related Products
• Avid accessories
• Avid tapware

Kohler Code
97348T-4ND*

The more
stars the more

0164

WELS RATING
(5 Star 6.0 Litres / min)

Installation Notes:
• Optimum working pressure 300-500 kPa.  
• Maximum hydrostatic pressure 800 kPa (This pressure may be exceeded only under test conditions).  
• Maximum temperature 80°C.  
• Maximum bench thickness is 45mm.  
• Where normal working pressure exceeds the maximum, pressure limiting valves should be installed.  
• Inline filters should be used to protect tapware from debris that may be present within the plumbing.

G½” is equal to BSP½”

Side View

97348T-4ND-TT - PVD Titanium

97348T-4ND-CP - Polished Chrome

 NOTE: Polished Chrome version shown
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All measurements shown are in millimetres.

 

May 2016
1288486-A04-A

A - S&B                        TAPWARE / SHOWER AND BATHAvid® Shower and Bath Mixer - 40mm     

Included Components
• In wall valve
• Trim kit

Features
• Diverter version allows water to be delivered through 
   a bath spout or shower
• Polished Chrome or PVD Titanium finish
• Metal construction
• Ceramic disc cartridge
• Suitable for mains pressure
• KOHLER finishes resist tarnishing and corrosion

Finish Options  (Colour swatches indicative only)

Technical Details

Product
• Avid® shower or bath mixer only - 40mm
• Avid® shower and bath mixer with diverter - 40mm  

Related Products
• Avid accessories
• Avid tapware

Kohler Code
97488T-4*
97487T-4*

Installation Notes:
• Rc 1/2’’ female inlets.
• Optimum working pressure 300-500 kPa.
• Maximum hydrostatic pressure 800kPa. (This pressure may be exceeded only under test conditions).
• Maximum temperature 80°C.
• Where normal working pressure exceeds the maximum, pressure limiting valves should be installed.
• For optimum installation it is important that the valve is installed plumb on both horizontal and vertical planes.
• Inline filters should be used to protect tapware from debris that may be present within the plumbing.

97488T-4-TT - PVD Titanium
97487T-4-TT - PVD Titanium

97488T-4-CP - Polished Chrome
97487T-4-CP - Polished Chrome

 NOTE: Polished Chrome versions shown

         Side View (No Diverter) Side View (With Diverter)         Front View (No Diverter)          Front View (With Diverter)
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All measurements shown are in millimetres.

 

May 2016
1288481-A04-A

A - BSN                        TAPWARE / BASINAvid® Single Lever Basin Mixer - Tall   

Included Components
• Braided stainless steel hoses

Features
• Polished Chrome or PVD Titanium finish
• Metal construction
• Ceramic disc cartridge
• Suitable for mains pressure
• KOHLER finishes resist tarnishing
   and corrosion 

Finish Options  (Colour swatches indicative only)

Technical Details

Product
• Avid® single lever basin mixer - tall

Related Products
• Avid accessories
• Avid tapware

Kohler Code
97347T-4ND*

The more
stars the more

0164

WELS RATING
(5 Star 6.0 Litres / min)

Installation Notes:
• Optimum working pressure 300-500 kPa.  
• Maximum hydrostatic pressure 800 kPa (This pressure may be exceeded only under test conditions).  
• Maximum temperature 80°C.  
• Maximum bench thickness is 45mm.  
• Where normal working pressure exceeds the maximum, pressure limiting valves should be installed.  
• Inline filters should be used to protect tapware from debris that may be present within the plumbing.

G½” is equal to BSP½”

Side View

97347T-4ND-TT - PVD Titanium

97347T-4ND-CP - Polished Chrome

 NOTE: Polished Chrome version shown
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All measurements shown are in millimetres.

 

May 2016
1288480-A04-A

A - BSN                        TAPWARE / BASINAvid® Single Lever Basin Mixer  

Included Components
• Braided stainless steel hoses

Features
• Polished Chrome or PVD Titanium finish
• Metal construction
• Ceramic disc cartridge
• Suitable for mains pressure
• KOHLER finishes resist tarnishing
   and corrosion 

Finish Options  (Colour swatches indicative only)

Technical Details

Product
• Avid® single lever basin mixer

Related Products
• Avid accessories
• Avid tapware

Kohler Code
97345T-4ND*

The more
stars the more

0164

WELS RATING
(5 Star 6.0 Litres / min)

Installation Notes:
• Optimum working pressure 300-500 kPa.  
• Maximum hydrostatic pressure 800 kPa (This pressure may be exceeded only under test conditions).  
• Maximum temperature 80°C.  
• Maximum bench thickness is 45mm.  
• Where normal working pressure exceeds the maximum, pressure limiting valves should be installed.  
• Inline filters should be used to protect tapware from debris that may be present within the plumbing.

G½” is equal to BSP½”

Side View

97345T-4ND-TT - PVD Titanium

97345T-4ND-CP - Polished Chrome

NOTE: Polished Chrome version shown
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May 2016
1288486-A04-A

A - S&B                        TAPWARE / SHOWER AND BATHAvid® Shower and Bath Mixer - 40mm     

Included Components
• In wall valve
• Trim kit

Features
• Diverter version allows water to be delivered through 
   a bath spout or shower
• Polished Chrome or PVD Titanium finish
• Metal construction
• Ceramic disc cartridge
• Suitable for mains pressure
• KOHLER finishes resist tarnishing and corrosion

Finish Options  (Colour swatches indicative only)

Technical Details

Product
• Avid® shower or bath mixer only - 40mm
• Avid® shower and bath mixer with diverter - 40mm  

Related Products
• Avid accessories
• Avid tapware

Kohler Code
97488T-4*
97487T-4*

Installation Notes:
• Rc 1/2’’ female inlets.
• Optimum working pressure 300-500 kPa.
• Maximum hydrostatic pressure 800kPa. (This pressure may be exceeded only under test conditions).
• Maximum temperature 80°C.
• Where normal working pressure exceeds the maximum, pressure limiting valves should be installed.
• For optimum installation it is important that the valve is installed plumb on both horizontal and vertical planes.
• Inline filters should be used to protect tapware from debris that may be present within the plumbing.

97488T-4-TT - PVD Titanium
97487T-4-TT - PVD Titanium

97488T-4-CP - Polished Chrome
97487T-4-CP - Polished Chrome

 NOTE: Polished Chrome versions shown

         Side View (No Diverter) Side View (With Diverter)         Front View (No Diverter)          Front View (With Diverter)
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Available exclusively from specialist retailers nationally.

For more information, or showroom locations, visit

O
ct

20
16

www.kohler.co.nz

Bath and Shower Mixer with diverter 77919A-CP / 77919A-TT  

Wall Mount Basin Mixer 97358T-4ND-CP / 97358T-4ND-TT    

WELS Rating: 5 Star (less than 6 litres/min)

Hob Mount Basin Set 97352T-4ND-CP / 97352T-4ND-TT  

Hob Mount Bath Filler Set 97363T-4E-CP / 97363T-4E-TT  
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New Zealand 
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Sizes are approximate.
All measurements shown are in millimetres.

 

May 2016
1288485-A04-A

a - bth                        TAPWARE / BATHavid®  bath Set with Lever handles        

Included Components
• Concealed breech piece

Features
• Polished Chrome of PVD Titanium finish
• Metal construction
• 1/4 turn ceramic disc cartridges
• Suitable for mains pressure
• KOHLER finishes resist tarnishing 
   and corrosion

Finish Options  (Colour swatches indicative only)

Technical Details

Product
• Avid® bath set with lever handles

Related Products
• Avid accessories
• Avid tapware

Kohler Code
97363T-4E*

Side View

Installation Notes:
• G1/2” female inlets.
• Optimum working pressure 300-500 kPa.
• Maximum hydrostatic pressure 800 kPa (This pressure may be exceeded only under test conditions).
• Maximum temperature 80°C.
• Maximum bench thickness is 35mm.
• Where normal working pressure exceeds the maximum, pressure limiting valves should be installed.
• Inline filters should be used to protect tapware from debris that may be present within the plumbing.

G½” is equal to BSP½”

Front View

97363T-4E-TT - PVD Titanium

97363T-4E-CP - Polished Chrome

 NOTE: Polished Chrome version shown

97345T-4ND

567

89
138

Ø32~Ø38

45 Max.
Ø51

173
148

3.5°

G1/2˝

97347T-4ND

452

204
253

Ø32~Ø38

45 Max. Ø51

173
148

3.5°

G1/2˝

97348T-4ND

393

263

312

Ø32~Ø38

45 Max. Ø51

173
148

3.5°

G1/2˝

97352T-4ND

2º
148

108
127

Ø32~Ø38

40Max.

Ø53

76

39

203

Ø23~
Ø37

Ø53

97358T-4ND

Ø58

100

46~56
5°

209

4°

Rc

155

102
125

1/2˝

70

Rc1/2˝

97363T-4E

Ø65Ø65Ø65

104

87

50

MAX 35

3°
198

159
183

252

Ø33~Ø38Ø22~
Ø35

203

97487T-4

Ø180

65 85

14
34~50

97488T-4

Ø180

 

85

14
34~50

Hot Cold

73100T-4

65

34~50

The finished wall

100
75

10

97487T-4 97488T-4

Ø180

 

85

14
34~50

BACKUP BACKUP

Ø180

 

85

14
34~50

65

G 1/2’’
female

G 1/2’’
female

G 1/2’’
female

G 1/2’’
female

Australia 
www.kohler.com.au

New Zealand 
www.kohler.co.nz

Sizes are approximate.
All measurements shown are in millimetres.

 

May 2016
1288485-A04-A

a - bth                        TAPWARE / BATHavid®  bath Set with Lever handles        

Included Components
• Concealed breech piece

Features
• Polished Chrome of PVD Titanium finish
• Metal construction
• 1/4 turn ceramic disc cartridges
• Suitable for mains pressure
• KOHLER finishes resist tarnishing 
   and corrosion

Finish Options  (Colour swatches indicative only)

Technical Details

Product
• Avid® bath set with lever handles

Related Products
• Avid accessories
• Avid tapware

Kohler Code
97363T-4E*

Side View

Installation Notes:
• G1/2” female inlets.
• Optimum working pressure 300-500 kPa.
• Maximum hydrostatic pressure 800 kPa (This pressure may be exceeded only under test conditions).
• Maximum temperature 80°C.
• Maximum bench thickness is 35mm.
• Where normal working pressure exceeds the maximum, pressure limiting valves should be installed.
• Inline filters should be used to protect tapware from debris that may be present within the plumbing.

G½” is equal to BSP½”

Front View

97363T-4E-TT - PVD Titanium

97363T-4E-CP - Polished Chrome

 NOTE: Polished Chrome version shown
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Sizes are approximate.
All measurements shown are in millimetres.
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1288483-A04-A

A - BSN                        TAPWARE / BASINAvid® Dual Control Basin Set with Lever Handles

Included Components
• Concealed breech piece

Features
• Polished Chrome or PVD Titanium finish
• Metal construction
• 1/4 turn ceramic disc cartridges
• Suitable for mains pressure
• KOHLER finishes resist tarnishing 
   and corrosion

Finish Options  (Colour swatches indicative only)

Technical Details

Product
• Avid® dual control basin set with lever handles

Related Products
• Avid accessories
• Avid tapware

Kohler Code
97352T-4ND*

Side View

The more
stars the more

0164

WELS RATING
(5 Star 6.0 Litres / min)

Installation Notes:
• G1/2” female inlets.
• Optimum working pressure 300-500 kPa.
• Maximum hydrostatic pressure 800 kPa (This pressure may be exceeded only under test conditions).
• Maximum temperature 80°C.
• Maximum bench thickness is 40mm.
• Where normal working pressure exceeds the maximum, pressure limiting valves should be installed.
• Inline filters should be used to protect tapware from debris that may be present within the plumbing.

G½” is equal to BSP½”

Front View

97352T-4ND-TT - PVD Titanium

97352T-4ND-CP - Polished Chrome

 NOTE: Polished Chrome version shown
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Sizes are approximate.
All measurements shown are in millimetres.

 

May 2016
1288483-A04-A

A - BSN                        TAPWARE / BASINAvid® Dual Control Basin Set with Lever Handles

Included Components
• Concealed breech piece

Features
• Polished Chrome or PVD Titanium finish
• Metal construction
• 1/4 turn ceramic disc cartridges
• Suitable for mains pressure
• KOHLER finishes resist tarnishing 
   and corrosion

Finish Options  (Colour swatches indicative only)

Technical Details

Product
• Avid® dual control basin set with lever handles

Related Products
• Avid accessories
• Avid tapware

Kohler Code
97352T-4ND*

Side View

The more
stars the more

0164

WELS RATING
(5 Star 6.0 Litres / min)

Installation Notes:
• G1/2” female inlets.
• Optimum working pressure 300-500 kPa.
• Maximum hydrostatic pressure 800 kPa (This pressure may be exceeded only under test conditions).
• Maximum temperature 80°C.
• Maximum bench thickness is 40mm.
• Where normal working pressure exceeds the maximum, pressure limiting valves should be installed.
• Inline filters should be used to protect tapware from debris that may be present within the plumbing.

G½” is equal to BSP½”

Front View

97352T-4ND-TT - PVD Titanium

97352T-4ND-CP - Polished Chrome

 NOTE: Polished Chrome version shown
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Sizes are approximate.
All measurements shown are in millimetres.
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1288484-A04-A

A - BSN                        TAPWARE / BASINAvid® Wall Mount Single Lever Basin Mixer   

Technical Details

Product
• Avid® wall mount single lever basin mixer

Related Products
• Avid accessories
• Avid tapware

Kohler Code
97358T-4ND*

Side View

The more
stars the more

0164

WELS RATING
(5 Star 6.0 Litres / min)

Installation Notes:
• Rc 1/2’’ female inlets.
• Optimum working pressure 300-500 kPa.
• Maximum hydrostatic pressure 800 kPa (This pressure may be exceeded only under test conditions).
• Maximum temperature 80°C.
• Where normal working pressure exceeds the maximum, pressure limiting valves should be installed.
• Inline filters should be used to protect tapware from debris that may be present within the plumbing.

Front View

97358T-4ND-TT - PVD Titanium

97358T-4ND-CP - Polished Chrome

NOTE: Polished Chrome version shown

Included Components
• In wall valve
• Spout

Features
• Polished Chrome or PVD Titanium finish
• Metal construction
• Ceramic disc cartridge
• Suitable for mains pressure
• KOHLER finishes resist tarnishing
   and corrosion

Finish Options  (Colour swatches indicative only)
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Sizes are approximate.
All measurements shown are in millimetres.
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1288484-A04-A

A - BSN                        TAPWARE / BASINAvid® Wall Mount Single Lever Basin Mixer   

Technical Details

Product
• Avid® wall mount single lever basin mixer

Related Products
• Avid accessories
• Avid tapware

Kohler Code
97358T-4ND*

Side View

The more
stars the more

0164

WELS RATING
(5 Star 6.0 Litres / min)

Installation Notes:
• Rc 1/2’’ female inlets.
• Optimum working pressure 300-500 kPa.
• Maximum hydrostatic pressure 800 kPa (This pressure may be exceeded only under test conditions).
• Maximum temperature 80°C.
• Where normal working pressure exceeds the maximum, pressure limiting valves should be installed.
• Inline filters should be used to protect tapware from debris that may be present within the plumbing.

Front View

97358T-4ND-TT - PVD Titanium

97358T-4ND-CP - Polished Chrome

NOTE: Polished Chrome version shown

Included Components
• In wall valve
• Spout

Features
• Polished Chrome or PVD Titanium finish
• Metal construction
• Ceramic disc cartridge
• Suitable for mains pressure
• KOHLER finishes resist tarnishing
   and corrosion

Finish Options  (Colour swatches indicative only)
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All measurements shown are in millimetres.
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1288486-A04-A

A - S&B                        TAPWARE / SHOWER AND BATHAvid® Shower and Bath Mixer - 40mm     

Included Components
• In wall valve
• Trim kit

Features
• Diverter version allows water to be delivered through 
   a bath spout or shower
• Polished Chrome or PVD Titanium finish
• Metal construction
• Ceramic disc cartridge
• Suitable for mains pressure
• KOHLER finishes resist tarnishing and corrosion

Finish Options  (Colour swatches indicative only)

Technical Details

Product
• Avid® shower or bath mixer only - 40mm
• Avid® shower and bath mixer with diverter - 40mm  

Related Products
• Avid accessories
• Avid tapware

Kohler Code
97488T-4*
97487T-4*

Installation Notes:
• Rc 1/2’’ female inlets.
• Optimum working pressure 300-500 kPa.
• Maximum hydrostatic pressure 800kPa. (This pressure may be exceeded only under test conditions).
• Maximum temperature 80°C.
• Where normal working pressure exceeds the maximum, pressure limiting valves should be installed.
• For optimum installation it is important that the valve is installed plumb on both horizontal and vertical planes.
• Inline filters should be used to protect tapware from debris that may be present within the plumbing.

97488T-4-TT - PVD Titanium
97487T-4-TT - PVD Titanium

97488T-4-CP - Polished Chrome
97487T-4-CP - Polished Chrome

 NOTE: Polished Chrome versions shown

         Side View (No Diverter) Side View (With Diverter)         Front View (No Diverter)          Front View (With Diverter)
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1288486-A04-A

A - S&B                        TAPWARE / SHOWER AND BATHAvid® Shower and Bath Mixer - 40mm     

Included Components
• In wall valve
• Trim kit

Features
• Diverter version allows water to be delivered through 
   a bath spout or shower
• Polished Chrome or PVD Titanium finish
• Metal construction
• Ceramic disc cartridge
• Suitable for mains pressure
• KOHLER finishes resist tarnishing and corrosion

Finish Options  (Colour swatches indicative only)

Technical Details

Product
• Avid® shower or bath mixer only - 40mm
• Avid® shower and bath mixer with diverter - 40mm  

Related Products
• Avid accessories
• Avid tapware

Kohler Code
97488T-4*
97487T-4*

Installation Notes:
• Rc 1/2’’ female inlets.
• Optimum working pressure 300-500 kPa.
• Maximum hydrostatic pressure 800kPa. (This pressure may be exceeded only under test conditions).
• Maximum temperature 80°C.
• Where normal working pressure exceeds the maximum, pressure limiting valves should be installed.
• For optimum installation it is important that the valve is installed plumb on both horizontal and vertical planes.
• Inline filters should be used to protect tapware from debris that may be present within the plumbing.

97488T-4-TT - PVD Titanium
97487T-4-TT - PVD Titanium

97488T-4-CP - Polished Chrome
97487T-4-CP - Polished Chrome

 NOTE: Polished Chrome versions shown

         Side View (No Diverter) Side View (With Diverter)         Front View (No Diverter)          Front View (With Diverter)
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