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Sizes are approximate.
All measurements shown are in millimetres.
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Hydrorail® Square Rain Shower

Technical Details

Installation Notes:
•	Optimum working pressure 300-500 kPa.
•	Inline filters should be used to protect tapware from debris that may be present within the plumbing.
•	Installs in less than 60 minutes without changes to in-wall plumbing (subject to condition of existing installation).
•	Maximum working pressure 500 kPa.

Product
•	Hydrorail® rain shower square column - metal
•	Hydrorail® rain shower square column - ABS

Included Components
•	Showerhead 
•	Square shower column
•	Awaken Hand Shower
•	1.5m Shower Hose

Features
•	Polished chrome 
•	Single function shower head
•	Multi function handshower
•	Suitable for mains pressure
•	KOHLER finishes resist tarnishing and corrosion
•	Column lets you customise your shower with a rainhead   

and handshower.
•	Includes column/slidebar and handshower bracket.
•	For use in shower-only installations with arched showerarm 

for increased rainhead clearance.
•	Slidebar bracket allows you to adjust height and angle of 

handshower.
•	Diverter at the base of the column makes for easy toggling 

between handshower and rainhead.

Related Products
•	Hydrorail® round rain shower
•	Hydrorail® slide shower

Kohler Code
78564A-CP
78569A-CP
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78569A-CP 
WELS RATING

(3 Star 9Litres / min)

78564A-CP 
WELS RATING

(3 Star 7.5Litres / min)


